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1
BAKING FUNNEL

BACKGROUND OF THE INVENTION

1. Field of Invention

The present invention relates to flexible funnel with wide
openings to assist in funneling wet and dry ingredients during
baking and other cooking practices.

2. Description of Related Art

Many individuals use funnels as a tool to aid with baking
and cooking. They use said funnels in order to channel wet
and dry ingredients into receptacles such as mixing bowls.
Conventional funnels, however, are rigid and comprise a
small mouth and spout. The small mouth feature is problem-
atic for individuals attempting to funnel large amounts of
ingredients into a mixing bowl because individuals must add
ingredients in small increments into the funnel and stand by
waiting for the ingredients to trickle through. Furthermore,
the small spout feature in conventional funnels is problematic
for individuals because due to the small circumference of the
spout, the wet and dry ingredients tend to back up in the body
of the funnel and are thus prevented from being channeled
into the mixing bowl. Moreover, the rigidness feature in con-
ventional funnels makes it difficult to manipulate and maneu-
ver the funnel in and around mixing bowls when pouring said
ingredients.

Therefore, it would be desirable in the art to have a funnel
with a wide mouth and a wide spout. It would also be desir-
able in the art for the funnel to be made of a flexible material
for easier manipulation of same.

SUMMARY OF THE INVENTION

The present invention relates to a funnel comprising: a
funnel body, where said funnel body includes an inner layer
and an outer layer, and where said funnel body is made of a
flexible material; a first opening and a second opening, where
the first opening is larger than the second opening; and an
outwardly extending curved lip disposed on the rim of the first
opening.

BRIEF DESCRIPTION OF DRAWINGS

The advantages and features of the present invention will
become better understood with reference to the following
detailed description and claims taken in conjunction with the
accompanying drawing and in which:

FIG. 1 depicts a perspective view of funnel in accordance
with an exemplary embodiment of the present invention.

DETAILED DESCRIPTION

The present invention relates to a flexible funnel compris-
ing a wide first opening and a wide second opening. The first
opening (i.e. the mouth of the funnel) has a planar portion and
a curved portion; the curved portion has an outwardly
extended lip. The outwardly extended lip gradually increases
in size and extends up to 1.5 inches from the rim of the curved
portion. Further, the first opening measures about 5 inches
from the midpoint of the curved portion to the midpoint of the
planar portion and measures about 7 inches from the points in
which the curved portion and the planar portion converge,
respectively. The second opening is oval in shape and its large
diameter measures about 4.5 inches. The funnel body
includes an inner layer and an outer layer. Both layers are
flexible and provide a pliable and collapsible feature for the
funnel to be used when channeling wet and dry ingredients.
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Turning now descriptively to the drawings, referring to
FIG. 1, aperspective view of a funnel 100 in accordance with
an exemplary embodiment of the present invention. The fun-
nel includes a funnel body 120, a first opening 110, and a
second opening 130. The funnel body is made of an inner
layer (not shown) and an outer layer (not shown). The inner
layer is made of a plastic material. More specifically, the inner
layer is made of 98.2% high-density polyethylene and 7.2%
ethylene vinyl acetate but may be made with any suitable
material. The inner layer’s material is safe for food products.
The outer layer is made of a silicone material but may be made
with any suitable material. The funnel body 110 tapers from
the first opening 120 to the second opening 130.

The first opening 110 comprises a continuous rim 115 with
curved portion 113 and a planar portion 117. The curved
portion 113 has an outwardly extended lip 119. The out-
wardly extended lip 119 gradually extends in size and at it’s
most extended point, extends about 1.5 inches from the rim
115 of the curved portion 113. Further, the first opening 110
measures about 5 inches from the midpoint of the curved
portion 113a to the midpoint of the planar portion 1174 and
measures about 7 inches from the points in which the curved
portion and the planar portion converge 111a, 1115. The
second opening 130 is oval in shape and its large diameter
measures about 4.5 inches.

The flexible design of the funnel 100 of the present inven-
tion allows the user to manipulate and maneuver the funnel
100 in and around mixing bowls when using same to channel
wet and dry ingredients. Further, the wide first opening 110
and wide second opening 130 allow the user to quickly pour
large amounts of ingredients into the funnel 100 without
worrying about the ingredients backing up in the body of the
funnel.

The foregoing descriptions of specific embodiments of the
present invention have been presented for purposes of illus-
tration and description. They are not intended to be exhaus-
tive or to limit the invention to the precise forms disclosed,
and obviously many modifications and variations are possible
in light of the above teaching. The exemplary embodiment
was chosen and described in order to best explain the prin-
ciples of the invention and its practical application, to thereby
enable others skilled in the art to best utilize the invention and
various embodiments with various modifications as are suited
to the particular use contemplated.

What is claimed is:

1. A funnel comprising:

a. a funnel body, where the funnel body comprises an inner
layer and an outer layer, where the inner layer is made of
a food safe material and the outer layer is made of a
silicone material;

b. a first opening, where the first opening comprises a
continuous rim with a curved portion and a planar por-
tion, where the curved portion comprises an outwardly
extended lip and the extended lip gradually increases in
size; and

c. a second opening, where the second opening is narrower
than the first opening.

2. The funnel according to claim 1, where the funnel body

tapers from the first opening to the second opening.

3. The funnel according to claim 1, where the funnel body

is made of a flexible material.

4. The funnel according to claim 1, where the inner layer of

the funnel body is made of a flexible and plastic material.

5. The funnel according to claim 1, where the inner layer of

the funnel body is made of 98.2% high-density polyethylene
and 7.2% ethylene vinyl acetate.
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6. The funnel according to claim 1, where the extended lip
extends about 1.5 inches from the rim of the curved portion of
the first opening.

7. The funnel according to claim 1, where the first opening
measures about 5 inches from the midpoint of the curved 5
portion to the midpoint of the planar portion and measures
about 7 inches from the points in which the curved portion
and the planar portion converge.

8. The funnel according to claim 7, where the second
opening is oval in shape. 10
9. The funnel according to claim 1, where the second

opening measures 4.5 inches.
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